GENERAL NOTES:

— ALL WORK TO COMPLY WITH NBR AND LOCAL BY-LAWS.

— REFER TO GIVEN DIMENSIONS ONLY.

— CONSULT THE AUTHOR IN CASE OF ANY UNCERTAINTIES.

— THE CONTRACTOR IS RESPONSIBLE FOR CORRECT SETTING
OUT OF THE BUILDING.

- IF THERE ARE AMENDEMENTS AFTER THIS PLAN IS APPROVED,
THE OWNER OR CONTRACTOR (WHOEVER MADE THE DECISION)
WILL BE LIABLE FOR ARCHITECTUTAL AND MUNICIPAL FEES
IN ORDER FOR US TO HELP WITH AMENDED PLAN.

— COPYRIGHT IS RESERVED TO WANTHLA ARCHITECTScc.

ROOF: CONCRETE TILES

- 23-26° ROOF PITCH WITH ROOF TILES, WITH SABS APPROVED UNDERLAY

- 38 x 38mm BATTENS ON PVG UNDERLAY

— TRUSSES TOFROM S.A. PINE AT 760mm CENTRES FASTENED SECURELY WITH
2 WIRES OF 4mm (EMBEDDED AT LEAST 300mm INTO BRICKWORK WITH
CONNECTING DEVICES ACCORDING TO SCHEDULE 1 OF SABS 0400, TABLE L2

- ALL WEB MEMBERS TO BE MINIMUM 38 x 114mm GRADE 5 WITH EQUAL THAN
1500mm. APPROVED BRACINGS, MUST PREVENT BUCKLING AND KEEP TRUSSES
UPRIGHT.

— VALLEY AND HIP RAFTERS TO BE GRADE 7, 50 x 228mm S.A. PINE

— LAMINATED TIMBER TO COMPLY WITH SABS 876.

— 50mm GLASS FIBRE INSULATION TO BE INSTALLED ON CEILING.

FLOORS AND WATERPROOFING

- SURFACE BED TO BE MINIMUM 85mm THICK 20MPa CONCRETE PERFECTLY LEVEL
AND AT MINIMUM 150mm ABOVE GROUND ON PROPERLY COMPACTED HARDCORE FILL}

— 25mm THICK SCREED AND FINISHES AS INDICATED

— SUSPENDED CONC. FLOOR SLABS TO ENGINEER'S DETAILS AND SPECIFICATIONS

- DPC UNDER ALL WALLS (EXCEPT FREE STANDING), FLOORS AND WINDOW SILLS
AND TO ALL VERTICAL CHANGES IN FLOOR LEVELS

— FLASHING TO ALL PARAPETS AND CHANGES IN ROOF LEVELS

— ATRIUMS AND COURTYARDS TO BE FITTED WITH AT LEAST 1 x 50mme OUTLET
PIPES FROM CATCHPIT FITTED WITH GRATING AND SILT TRAPS

— PLANTERS TO BE WATERPROOFED AND DRAINAGE INSTALLED

FOUNDATIONS, BRICKWORK AND PARTITIONS

— ALL FOUNDATIONS TO BE 25MPa CONCRETE AT LEAST 230 x 700mm MINIMUM
200mm UNDERGROUND TO ENGINEER'S DETAILS AND SPECIFICATIONS

— BOUNDARY WALLS' FOUNDATION MUST NOT ENCROACH ON BOUNDARY LINE AND
WALLS ARE TO BE PLASTERED AND PAINTED ON THE INNER WALL

— PARAPET WALLS TO BE AT LEAST 300mm HIGH AND MINIMUM 500mm WITH
BRICKFORCE IN EVERY COURSE

— ALL SCREEN WALLS TO BE AT LEAST 1800mm HIGHABOVE GROUND LEVEL

— LINTOLS TO BE SUPPORTED MINIMUM 150mm FOR OPENINGS UP TO 4800mm
BRICKFORCE TO BE BUILT IN EVERY COURSE BELOW FLOOR LEVEL AND ABOVE
WINDOW LEVEL, EVERY THIRD COURSE BETWEEN IN-CONTINUOS BANDS

STAIRS AND BALUSTRADES

— STAIRS TO BE 750mm MINIMUM WIDTH, TREADS 300mm, RISERS 170mm WITH
6mm MAX. DEVIATION.

— 1000mm HIGH BALUSTRADES TO ALL STAIRS AND BALCONIES.

— MAXIMUM 3000mm VERTICAL RISE PER FLIGHT, WINDERS WHERE SHOWN, TO BE
AT LEAST 250mm WIDE, 450mm FROM THE NARROW END AND ANGLE BETWEEN THE
RISERS TO BE CONSTANT.

— MINIMUM HEADROOM TO BE 2100mm MEASURED FROM PITCHLINE.

- GLASS BALUSTRADES (IF SHOWN) TO BE SAFETY GLASS.

GLAZING (AS PER NBR PART 'N')

— ALL PANE SIZES AND THICKNESS AS DESCRIBED ON WINDOW SCHEDULE.

- BATHROOM WINDOWS TO BE FROSTED GLASS.

— ALL GLAZING ON DOORS TO BE SAFETY GLASS.

— GLAZED AREA LESS THAN 300mm ABOVE FFL TO BE COV.WITH SAFETY GLASS.
— ALL GLAZED AREA TO COMPLY WITH SANS 204.

DRAINAGE

- 110mmz uPVC SOIL PIPES TO FALL 1:50

— RESEAL TRAPS TO ALL WASTE FITTINGS AND GULLEYS.

- 50mmz WASTE PIPES.

— DRAINAGE TO HAVE A MINIMUM INVERT LEVEL OF 450mm BELOW THE NATURAL
GROUND LEVEL.

— REINFORCED FOUNDATIONS OVER SOIL PIPES, WHERE PIPES ARE LAID
UNDERNEATH BUILDING.

— ALL DRAINAGE TO COMPLY WITH SECTION 'P" OF NBR.

FIRE NOTE

- BUILDING TO COMPLY WITH SANS 10400 'T' : 2011" 4.9.2

— NO COMBUSTIBLE ROOF COMPONENTS SHALL PENETRATE THE SEPARATING ELEMENT
DIVIDING THE SPACE BETWEEN THE GARAGE AND THE HABITABLE ROOMS.
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TERMITE POISONt Treat ground under all internal & external walls, 213 of specification O0G-001E with 30mm sand over poison.
T 1 TERMITE POISON 1 concrete beds and relnforced concrete slabs with polson as per clause
w
_ 75mm CONCRETE SLAB' cast on 250 micron polithene damp proof overlaps sealed with approved contact adhesive on S50mm sand on
Z 2 NON-SLIP TILES 2 membrane (as per clause 7.2 of specification O0G-001E), all side approved filling, 15MPA
L 300x300mm non-slip full body CERAMIC TILES d to Architect’ L i i i
p full bady on screed to Architect’s opproval. [ to manufacturers recommendations and instructions.
[a¥4 3 PORCELAIN TILES 3 All grouting joints to ke continuous in koth directions. Lay expansion Joints
O 300x300x2,5mm SEMI FLEXIBLE VINYL FLOOR TILES: ollow for two colour pattern 25mm in classroom blocks, laid according to manufacturers
9 4 EPOXY FLOORING 4 on 31 cement screed with total thickness of 35mm in admin block and | spec and architects opproval. Apply 2 coats approved floor dressing.
L 5 TRANSITION STRIP 5 40mm High Bross or Aluminium TRANSITION STRIP built into screed between
5'25 Vinyl tiles ond carpet
[a¥4 19x90mm SM02 Composite MERANTI Birchwood SKIRTING BOARD: nailed polyurethane varnish,
O 6 MERANTI SKIRTING BOARD 6 wall. All nails to be punched and filled. Finish with 2 coats clear eggshell
9 7 COMPACTED FILL 7 COMPACTED FILL: minimum 3 layers fill compacted to Englheers specifications.
L Lay 50mm sand blinding before laying concrete pavers.
- PRECAST CONCRETE PAVING BLOCKS:
©
8 PRECAST CONC. PAVING BLOCKS 8 Courtyards = Infraset Masonique Walkways = Infraset Cottagestone
- p T T PRECAST CONCRETE BENCHES:
? RECAST CONCRETE BENCHES ? Infraset Embonkment Seating System
FACEBRICK IN STRETCHER BOND: with all joints and perpends to ke 6mm
10 | FACE BRICK 10 square deep recessed.
A square per liter spread rate. Undercoat: Provide 1 coat alcaline
S TA | FACE BRICKINSIDE A washing with a mild detergent and with a mat finish, Apply at 10m resistant 100% pure acrylic fillercoat. Spread rate 6m square per liter,
PLASTER AND PAINT: All walls finished with one coat plaster and painted coats eggshell enamel paint.
<J: 1 PLASTER AND PAINT (EQQShe“) 11 |with one coat alkaline resistant primer, one universal undercoat and two
Z 13 SPLASH BACK TILES 13 WHITE GLAZED TILES: Three rows obove unit, with returns where opplicable.
PORCELAIN TILES
CEMENT BAGGED: stock brickwork with joints and perpends flushed acrylic PVA suitoble for washing
14 CEMENT BAGGED 14 up solid, cement bagged and painted with one universal undercoat and one coot
S 15 BRICK ON EDGE EXTERIOR. SILLS 15 BRICK IIINII-?DGE WINDOW CILLKinternald buil'll: in sollollier' course flush with dado
- wall. All joints to ke flush half round pointed joints, Refer to DT17 + DTI8
U 16 BRICK ON EDGE INTERIOR SILLS 16 PRECAST CONCRETE WINDOW CILL«external) built in soldier course flush with
dado wall. All joints to be flush half round pointed Joints. Refer to DT17 +DT18
6m FIBRE CEMENT: as described on roof plan. Finish: RHINOLITE and two | ‘Co-polymer’ or equivalent standard. Treat all nails & joints with one
18 6.4mm GYPSUM CEILING 18 coats ‘semi-gloss’ Plascon polvin white approved to comply with SANS | primer coat. Brandering as described on roof plan,
G 19 SUSPENDED CEILING 19 RE-INFORCED CEILING' 6.4mm Fibre Cement Ceiling Boards finished
Z 600x600 CEILING TRAP DOOR: as per roof plan. Finish with 1 universal type 2 or equivalent standard. Colour as for cellng. See roofplan.
] 20 | CEILING TRAP DOOR 20 undercoat and two coats eggshell enamel paint to comply with SABS 630
LTJ Foil Insulation To monufactures detail
| 21 | CEILING INSULATION 21
PLASTER AND PAINT: 1 Coat plaster and 1 coat acrylic PVA sultable liter spread rate. Undercoat: Provide 1 coat alcaline
PLASTER AND PAINT © P y square per Uter sp
22 22 for washing with a mild detergent and with a mat finish, Apply at 10m | resistant 100% pure acrylic fillercoat. Spread rate 6m square per liter.
Factory powder cooted 685-004 Recessed wall angle suspended ceiling cornice
23 | CORNICE 23 nailed to wall with concrete nhails
i i i i i i ith valve fitting and matching flush pipe.
TAN RD W WC SUITE: Vaal vitreous china Orchid 439016 concealed inlet with white | wi o} o} pip
G 24 | STANDARD WC 24 heavy duty plastic seat. Cobra Flush master valveFM3-402
Z 25 | ‘MINI" WC 25 'MINI' WC SUITE: White 43I vitreous chine pan and P-trap with white heavy with valve fitting and matching flush pipe.
E duty single plastic flap seat. 5 litre low level white vitreous china cistern
— WALL HUNG URINAL WHITE VITREOUS CHINA WALL URINAL: 610x385 Washdown wall urinal plated flush pipes. 45L Cistern with back inlet and PC push button.
t 26 A G A 26 with wall hongers, strainer waste, top inlet spreader ond chrome All as approved.
o/ VANITY SLAB & APPROVED WHITE C.I. PORCELAIN ‘DROP-IN’ ENAMELLED BASIN complete. Provide one chromium plated plllar tap as approved except in Adnin Block & Grade R's Sick room - provide
IT p plete. p p P pp! P P
l<—E 27 | WHITE GLAZED PORCELAIN WHB 27 131 mn chromiun plated outlet, with plug, chaln, anchor & 32nn back nut | tvo taps Chot and cold), Provide black soft rubber P trap. Disabled WHB fixed 4o wall,
= TAINLE TEEL SINK STAINLESS STEEL SINK: drop-in one piece pressed sink in Formican Counter steel gollow brackets & legs with soft black rubker P trop. Provide
<Z[ 28 | STA 555 5 28 09mm stainless steel, with tiled splash back, tiling key, top hole, mild | one chromium plated basin pillar tap and mixer per sink. All as approved.
wnr
29 29
30 | TOILET ROLL HOLDER 30 |Purpose made steel TOILET ROLL HOLDER made to detall.
600x19mm STAINLESS STEEL CHROMIUM PLATED TOWEL RAIL: complete
31 TOWEL RAIL 31 with chromium plated end brackets plugged and screwed to wall.
450x600x6mm ‘GG’ QUALITY POLISHED GLASS MIRROR: Fix to wall position T mirror per basin, 4 screws per mirror.
32 | GLASS MIRROR 32 as shown on site with round nose chromium plated mirror screws.
4,5kg CO2: dry powder chemical fire extinguisher with hook made of twice to 520x100x22 hardwood. Hardwood screwed and plugged with 6 screws and plugs. Positioned as shown on Site.
33 | FIRE EXTINGUISER © © © © © © © 33 . . o
120x20x2mm mild steel strip bent to form hook for extinguisher screwed Provide 190x190mm ABS plastic symhol safety signs - type FB2. Plugged and screwed to wall at all fire extingulshers,
MEDICINE CABINET: Standard white built in type. Complete with mirrors on
34 | MEDICINE CABINET 34 doors shelves etc. All as approved. Size 380x610mm
STANDARD APPROVED DOUBLE SIDED SAFE VENTILATOR: build ih concrete
w 36 | SAFE VENTILATOR 36 wall. Opening to be formed with casting of concrete for safe.
v
— | 38 CHALK BOARD
t 39 | SWING TYPE CHALK BOARD
-
40 | NA 40 CARPET PINNING BOARDS: Aluminium Frame, Pen tray and fixing components according to rlmnu{-‘nctur'er's instructions, Overall size 1200 high x 2400mm Wide consisting of 1 Pinning Board
Included with round plastic corners per HOD office and two per classroom (where space)
41 | SHELVES 41 |SHELVES AS PER DETAILS
42 | TOILET ROLL HOLDER 42 STANDARD WHITE GLAZED PORCELAIN TOILET ROLL HOLDER
43 SOAP DISPENSER 43 STANDARD 150 X 150 WHITE GLAZED PORCELAIN SOAP HOLDER
4k KEY BOARD 4d KEYBOARD: Refer to Detail:
45 GRAR RAILS 45 32 mm Golvanised mild steel chrome plated GRAB RAILS. Refer to Detail:
WHITE BOAR 2x(2400x1200mm) WHITE BOARD: Markerboard surface, woll mounted,
46 ARD 46 complete with Intergrated pen tray.
G NITE COUNTER TOP GRANIT TOP: Standard 600mm Wide x 40mm Thick Formica tops
47 RA C 47 fitted over cupboord units or to wall as per manufacturers recommendations.
48 KITCHEN CUPBOARDS 48 Standord pre-made KITCHEN CUPBOARDS fitted where shown with kick plate and
2 shelves to monufacturers recommendation,
p T, 49 Standard LABORATORY TABLE as detalled by GED Including
49 CLAB TABLE Teachers Desk and Students Takle.
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per HOD office and two per classroom (where space)
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according to manufacturers instructions. Overall size 1200 high x  2400mm Wide consisting of 1 Pinning Board
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polyurethane varnish.
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approved filling. 15MPA
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2.13 of specification OOG-001E with 50mm sand over poison.

AutoCAD SHX Text
spec and architects approval. Apply 2 coats approved floor dressing.
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25mm in classroom blocks, laid according to manufacturers 
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overlaps sealed with approved contact adhesive on 50mm sand on
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to manufacturers recommendations and instructions.
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coats eggshell enamel paint.
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acrylic PVA suitable for washing.
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All as approved.
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with valve fitting and matching flush pipe.
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with valve fitting and matching flush pipe.
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twice to 520x100x22 hardwood. Hardwood screwed and plugged with 6  screws and plugs. Positioned as shown on Site. 
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resistant 100% pure acrylic fillercoat. Spread rate 6m square per liter.
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square per liter spread rate. Undercoat: Provide 1 coat alcaline 
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Provide 190x190mm ABS plastic symbol safety signs - type FB2. Plugged and screwed to wall at all fire extinguishers.
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primer coat. Brandering as described on roof plan.
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"Co-polymer" or equivalent standard. Treat all nails & joints with one 
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type 2 or equivalent standard. Colour as for ceiling. See roofplan.
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one chromium plated basin pillar tap and mixer per sink. All as approved.
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steel gallow brackets & legs with soft black rubber P trap. Provide
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plated flush pipes. 4.5L Cistern with back inlet and PC push button.
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resistant 100% pure acrylic fillercoat. Spread rate 6m square per liter.
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square per liter spread rate. Undercoat: Provide 1 coat alcaline 
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two taps (hot and cold). Provide black soft rubber P trap. Disabled WHB fixed to wall.

AutoCAD SHX Text
complete. Provide one chromium plated pillar tap as  approved except in Admin Block & Grade R's Sick room - provide
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Foil Insulation To manufactures detail
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Included with round plastic corners
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CARPET PINNING BOARDS: Aluminium Frame, Pen tray and fixing components
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with one coat alkaline resistant primer, one universal undercoat and two 
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PLASTER AND PAINT: All walls finished with one coat plaster and painted 
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2x(2400x1200mm) WHITE BOARD: Markerboard surface, wall mounted,
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complete with intergrated pen tray.
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KEYBOARD: Refer to Detail:
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with wall hangers, strainer waste, top inlet spreader and chrome
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WHITE VITREOUS CHINA WALL URINAL: 610x385 Washdown wall urinal
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washing with a mild detergent and with a mat finish. Apply at 10m

AutoCAD SHX Text
WHITE GLAZED TILES: Three rows above unit, with returns where applicable.
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coats "semi-gloss" Plascon polvin white approved to comply with SANS  
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6m FIBRE CEMENT: as described on roof plan. Finish: RHINOLITE and two 
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RE-INFORCED CEILING: 6.4mm Fibre Cement Ceiling Boards finished 
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600x600 CEILING TRAP DOOR: as per roof plan. Finish with 1 universal 
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nailed to wall with concrete nails
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Factory powder coated 685-004 Recessed wall angle suspended ceiling cornice
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0.9mm stainless steel, with tiled splash back, tiling key, tap hole, mild
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STAINLESS STEEL SINK: drop-in one piece pressed sink in Formican Counter
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Purpose made steel TOILET ROLL HOLDER made to detail.
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with chromium plated end brackets plugged and screwed to wall.

AutoCAD SHX Text
600x19mm STAINLESS STEEL CHROMIUM PLATED TOWEL RAIL: complete 
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as shown on site with round nose chromium plated mirror screws. 
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450x600x6mm "GG" QUALITY POLISHED GLASS MIRROR: Fix to wall position  
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120x20x2mm mild steel strip bent to form hook for extinguisher screwed 
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4.5kg CO2: dry powder chemical fire extinguisher with hook made of 
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doors shelves etc. All as approved. Size 380x610mm
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MEDICINE CABINET: Standard white built in type. Complete with mirrors on 
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wall. Opening to be formed with casting of concrete for safe.
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STANDARD APPROVED DOUBLE SIDED SAFE VENTILATOR: build in concrete 

AutoCAD SHX Text
SHELVES AS PER DETAILS
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STANDARD WHITE GLAZED PORCELAIN TOILET ROLL HOLDER
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STANDARD 150 X 150 WHITE GLAZED PORCELAIN SOAP HOLDER
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up solid, cement bagged and painted with one universal undercoat and one coat
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CEMENT BAGGED: stock brickwork with joints and perpends flushed
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32 mm Galvanised mild steel chrome plated GRAB RAILS. Refer to Detail:
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duty single plastic flap seat. 5 litre low level white vitreous china cistern 
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'MINI' WC SUITE: White 45| vitreous china pan and P-trap with white heavy
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for washing with a mild detergent and with a mat finish. Apply at 10m
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PLASTER AND PAINT: 1 Coat plaster and 1 coat acrylic PVA suitable
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WC SUITE: Vaal vitreous china Orchid 439016 concealed inlet with white
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heavy duty plastic seat. Cobra Flush master valveFM3-402
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GRANIT TOP: Standard 600mm Wide x 40mm Thick Formica tops 
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fitted over cupboard units or to wall as per manufacturers recommendations.
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Standard pre-made KITCHEN CUPBOARDS fitted where shown with kick plate and
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2 shelves to manufacturers recommendation.
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Standard LABORATORY TABLE as detailed by GED including
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Teachers Desk and Students Table.
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VANITY SLAB & APPROVED WHITE C.I. PORCELAIN 'DROP-IN' ENAMELLED BASIN
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31 mm chromium plated outlet, with plug, chain, anchor & 32mm back nut
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PRECAST CONCRETE WINDOW CILL:(external) built in soldier course flush with 
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dado wall. All joints to be flush half round pointed joints. Refer to DT17 +DT18
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BRICK ON EDGE WINDOW CILL:(internal) built in soldier course flush with dado
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wall. All joints to be flush half round pointed joints. Refer to DT17 + DT18
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on 3:1 cement screed with total thickness of 35mm in admin block and 
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300x300x2.5mm SEMI FLEXIBLE VINYL FLOOR TILES: allow for two colour pattern 
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All grouting joints to be continuous in both directions.  Lay expansion joints
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300x300mm non-slip full body CERAMIC TILES on screed to Architect's approval.
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Vinyl tiles and carpet
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40mm High Brass or Aluminium TRANSITION STRIP built into screed between
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square deep recessed.
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FACEBRICK IN STRETCHER BOND: with all joints and perpends to be 6mm 
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wall. All nails to be punched and filled. Finish with 2 coats clear eggshell
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19x90mm SM02 Composite MERANTI Birchwood SKIRTING BOARD: nailed 
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Infraset Embankment Seating System
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PRECAST CONCRETE BENCHES:

AutoCAD SHX Text
membrane (as per clause 7.2 of specification OOG-001E), all side 
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75mm CONCRETE SLAB: cast on 250 micron polithene damp proof 
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concrete beds and reinforced concrete slabs with poison as per clause 
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TERMITE POISON: Treat ground under all internal & external walls, 
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PRECAST CONCRETE PAVING BLOCKS:
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Courtyards = Infraset Masonique    Walkways = Infraset Cottagestone

AutoCAD SHX Text
Lay 50mm sand blinding before laying concrete pavers.
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COMPACTED FILL: minimum 3 layers fill compacted to Engineers specifications.


