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GENERAL NOTES:

� ALL WORK TO COMPL< WIT+ NBR AND LOCAL B<�LAWS�

� REFER TO GI9EN DIMENSIONS ONL<�

� CONSULT T+E AUT+OR IN CASE OF AN< UNCERTAINTIES�

� T+E CONTRACTOR IS RESPONSIBLE FOR CORRECT SETTING

  OUT OF T+E BUILDING�

� IF T+ERE ARE AMENDEMENTS AFTER T+IS PLAN IS APPRO9ED,

  T+E OWNER OR CONTRACTOR �W+OE9ER MADE T+E DECISION�

  WILL BE LIABLE FOR ARC+ITECTUTAL AND MUNICIPAL FEES

  IN ORDER FOR US TO +ELP WIT+ AMENDED PLAN�

� COP<RIG+T IS RESER9ED TO WANT+LA ARC+ITECTSFF�

ROOF: TIMBER TRUSS ROOF NOTES

� ����rROOF PITC+ WIT+ IBR S+EETING, WIT+ SABS APPRO9ED UNDERLA<�

� �� [ ��PP PURLINS ON P9C UNDERLA<�

� TRUSSES FROM S�A� PINE AT ����PP CENTRES FASTENED SECUREL< WIT+

  � WIRES OF �PP �EMBEDDED AT LEAST ���PP INTO BRICKWORK WIT+

  CONNECTING DE9ICES ACCORDING TO SC+EDULE � OF SABS ����, TABLE L�

� ALL WEB MEMBERS TO BE MINIMUM �� [ ���PP GRADE � WIT+ E4UAL T+AN

  ����PP� APPRO9ED BRACINGS, MUST PRE9ENT BUCKLING AND KEEP TRUSSES

  UPRIG+T�

� 9ALLE< AND +IP RAFTERS TO BE GRADE �, �� [ ���PP S�A� PINE�

� LAMINATED TIMBER TO COMPL< WIT+ SABS ����

� ��PP GLASS FIBRE INSULATION TO BE INSTALLED ON CEILING�

FLOORS AND WATERPROOFING

� SURFACE BED TO BE MINIMUM ��PP T+ICK ��MPD CONCRETE PERFECTL< LE9EL

  AND AT MINIMUM ���PP ABO9E GROUND ON PROPERL< COMPACTED +ARDCORE FILL�

� ��PP T+ICK SCREED AND FINIS+ES AS INDICATED�

� SUSPENDED CONC� FLOOR SLABS TO ENGINEER
S DETAILS AND SPECIFICATIONS�

� DPC UNDER ALL WALLS �E;CEPT FREE STANDING�, FLOORS AND WINDOW SILLS

  AND TO ALL 9ERTICAL C+ANGES IN FLOOR LE9ELS�

� FLAS+ING TO ALL PARAPETS AND C+ANGES IN ROOF LE9ELS�

� ATRIUMS AND COURT<ARDS TO BE FITTED WIT+ AT LEAST � [ ��PPѫ OUTLET

  PIPES FROM CATC+PIT FITTED WIT+ GRATING AND SILT TRAPS�

� PLANTERS TO BE WATERPROOFED AND DRAINAGE INSTALLED�

FOUNDATIONS, BRICKWORK AND PARTITIONS

� ALL FOUNDATIONS TO BE ��MPD CONCRETE AT LEAST ��� [ ���PP MINIMUM

  ���PP UNDERGROUND TO ENGINEER
S DETAILS AND SPECIFICATIONS�

� BOUNDAR< WALLS
 FOUNDATION MUST NOT ENCROAC+ ON BOUNDAR< LINE AND

  WALLS ARE TO BE PLASTERED AND PAINTED ON T+E INNER WALL�

� PARAPET WALLS TO BE AT LEAST ���PP +IG+ AND MINIMUM ���PP WIT+

  BRICKFORCE IN E9ER< COURSE�

� ALL SCREEN WALLS TO BE AT LEAST ����PP +IG+ABO9E GROUND LE9EL�

� LINTOLS TO BE SUPPORTED MINIMUM ���PP FOR OPENINGS UP TO ����PP,

  BRICKFORCE TO BE BUILT IN E9ER< COURSE BELOW FLOOR LE9EL AND ABO9E

  WINDOW LE9EL, E9ER< T+IRD COURSE BETWEEN IN�CONTINUOS  BANDS�

STAIRS AND BALUSTRADES

� STAIRS TO BE ���PP MINIMUM WIDT+, TREADS ���PP, RISERS ���PP WIT+

  �PP MA;� DE9IATION�

� ����PP +IG+ BALUSTRADES TO ALL STAIRS AND BALCONIES�

� MA;IMUM ����PP 9ERTICAL RISE PER FLIG+T, WINDERS W+ERE S+OWN, TO BE

  AT LEAST ���PP WIDE, ���PP FROM T+E NARROW END AND ANGLE BETWEEN T+E

  RISERS TO BE CONSTANT�

� MINIMUM +EADROOM TO BE ����PP MEASURED FROM PITC+LINE�

� GLASS BALUSTRADES �IF S+OWN� TO BE SAFET< GLASS�

GLAZING �AS PER NBR PART 
N
�

� ALL PANE SIZES AND T+ICKNESS AS DESCRIBED ON WINDOW SC+EDULE�

� BAT+ROOM WINDOWS TO BE FROSTED GLASS�

� ALL GLAZING ON DOORS TO BE SAFET< GLASS�

� GLAZED AREA LESS T+AN ���PP ABO9E FFL TO BE CO9�WIT+ SAFET< GLASS�

� ALL GLAZED AREA TO COMPL< WIT+ SANS ����

DRAINAGE

� ���PPѫ XP9C SOIL PIPES TO FALL �:��

� RESEAL TRAPS TO ALL WASTE FITTINGS AND GULLE<S�

� ��PPѫ WASTE PIPES�

� DRAINAGE TO +A9E A MINIMUM IN9ERT LE9EL OF ���PP BELOW T+E NATURAL

  GROUND LE9EL�

� REINFORCED FOUNDATIONS O9ER SOIL PIPES, W+ERE PIPES ARE LAID

  UNDERNEAT+ BUILDING�

� ALL DRAINAGE TO COMPL< WIT+ SECTION 
P
 OF NBR�

FIRE NOTE

� BUILDING TO COMPL< WIT+ SANS ����� 
T
 : ����
 �����

� NO COMBUSTIBLE ROOF COMPONENTS S+ALL PENETRATE T+E SEPARATING ELEMENT

  DI9IDING T+E SPACE BETWEEN T+E GARAGE AND T+E +ABITABLE ROOMS�
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