
114 X 38 GRADE 6 SA Pine "Gang nail" 

manufactured roof truss, 17 degree 

mpno-pitch at +-760mm c/c, with 75x50 SA 

Pine purlins at 1000mm c/c.

IBR roof sheets fixed  to purlins with leak king 

screw according the manufacturers spec.

fibre cement ceiling

cromadek IBR closed ridge cover

screwed to sheets and the purlins

115mm Brick beamfilling btween

the trusses.

plastered brick wall.

Concrete apron 75mm thick cast in sections not more

1800mm in length on hard earth bottoms and in 6:3:1

concrete wood float finish but edges to be rounded

and smoothed with steel corner trowel

230 X 690 230 X 690

dpc dpc

N.G.L

SECTION AA

Scale 1:100

 ffl:+0.000

WINDOW LEVEL:+2.100

 WALLPLATE:+2.500

gas escape

100dia. inflow

100dia. outflow

liquid level

2x(230x80 apertures)

reinforced concrete slab

ground level

airtight manhole

waterproof cement plaster

220 brickwall

inflow

to french drain

concrete floor slab 

(1:2:2 mix)

manhole surface marker

SEPTIC TANK SECTION

Scale 1:50

SEPTIC TANK FLOOR PLAN

Scale  1:50

10m standard french drain

110mm diameter uPVC half perforated round pipes

depth of drain depends on soil porosity and the presence of solid work

FRENCH DRAIN FLOOR PLAN & SECTION(1:50)
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160mm pipe

from septic

tank
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ELEVATION 03

Scale 1:100

ELEVATION 04

Scale1:10

N.G.L N.G.L

Yellow face brick wall.

ELEVATION 01

Scale 1:100

N.G.L

ELEVATION 02

Scale 1:100

N.G.L

Yellow face brick wall.

Yellow face brick wall.

Yellow face brick wall.
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100mm - 250 mm diameter stone

19mm stone porous material

gravel

sand

110mm uPVC perforated pipe

inspection pipe with sealed cap

corr. iron sheet on support

gravel
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CONTRACTOR :

GENERAL NOTES:

� ALL WORK TO COMPL< WIT+ NBR AND LOCAL B<�LAWS.

� REFER TO GI9EN DIMENSIONS ONL<.

� CONSULT T+E AUT+OR IN CASE OF AN< UNCERTAINTIES.

� T+E CONTRACTOR IS RESPONSIBLE FOR CORRECT SETTING

  OUT OF T+E BUILDING.

� IF T+ERE ARE AMENDEMENTS AFTER T+IS PLAN IS APPRO9ED,

  T+E OWNER OR CONTRACTOR �W+OE9ER MADE T+E DECISION�

  WILL BE LIABLE FOR ARC+ITECTUTAL AND MUNICIPAL FEES

  IN ORDER FOR US TO +ELP WIT+ AMENDED PLAN.

� COP<RIG+T IS RESER9ED TO WANT+LA ARC+ITECTSFF.

ROOF: 0.6 CROMADEK

� ��rROOF PITC+ WIT+ METAL ROOF S+EET, WIT+ SABS APPRO9ED UNDERLA<.

� �6 [ �0PP PURLINS ON P9C UNDERLA<.

� TRUSSES TOFROM S.A. PINE AT �60PP CENTRES FASTENED SECUREL< WIT+

  � WIRES OF �PP �EMBEDDED AT LEAST �00PP INTO BRICKWORK WIT+

  CONNECTING DE9ICES ACCORDING TO SC+EDULE � OF SABS 0�00, TABLE L�

� ALL WEB MEMBERS TO BE MINIMUM �� [ ���PP GRADE � WIT+ E4UAL T+AN

  ��00PP. APPRO9ED BRACINGS, MUST PRE9ENT BUCKLING AND KEEP TRUSSES

  UPRIG+T.

� 9ALLE< AND +IP RAFTERS TO BE GRADE �, �0 [ ���PP S.A. PINE.

� LAMINATED TIMBER TO COMPL< WIT+ SABS ��6.

� �0PP GLASS FIBRE INSULATION TO BE INSTALLED ON CEILING.

FLOORS AND WATERPROOFING

� SURFACE BED TO BE MINIMUM ��PP T+ICK �0MPD CONCRETE PERFECTL< LE9EL

  AND AT MINIMUM ��0PP ABO9E GROUND ON PROPERL< COMPACTED +ARDCORE FILL.

� ��PP T+ICK SCREED AND FINIS+ES AS INDICATED.

� SUSPENDED CONC. FLOOR SLABS TO ENGINEER
S DETAILS AND SPECIFICATIONS.

� DPC UNDER ALL WALLS �E;CEPT FREE STANDING�, FLOORS AND WINDOW SILLS

  AND TO ALL 9ERTICAL C+ANGES IN FLOOR LE9ELS.

� FLAS+ING TO ALL PARAPETS AND C+ANGES IN ROOF LE9ELS.

� ATRIUMS AND COURT<ARDS TO BE FITTED WIT+ AT LEAST � [ �0PPѫ OUTLET

  PIPES FROM CATC+PIT FITTED WIT+ GRATING AND SILT TRAPS.

� PLANTERS TO BE WATERPROOFED AND DRAINAGE INSTALLED.

FOUNDATIONS, BRICKWORK AND PARTITIONS

� ALL FOUNDATIONS TO BE ��MPD CONCRETE AT LEAST ��0 [ �00PP MINIMUM

  �00PP UNDERGROUND TO ENGINEER
S DETAILS AND SPECIFICATIONS.

� BOUNDAR< WALLS
 FOUNDATION MUST NOT ENCROAC+ ON BOUNDAR< LINE AND

  WALLS ARE TO BE PLASTERED AND PAINTED ON T+E INNER WALL.

� PARAPET WALLS TO BE AT LEAST �00PP +IG+ AND MINIMUM �00PP WIT+

  BRICKFORCE IN E9ER< COURSE.

� ALL SCREEN WALLS TO BE AT LEAST ��00PP +IG+ABO9E GROUND LE9EL.

� LINTOLS TO BE SUPPORTED MINIMUM ��0PP FOR OPENINGS UP TO ��00PP,

  BRICKFORCE TO BE BUILT IN E9ER< COURSE BELOW FLOOR LE9EL AND ABO9E

  WINDOW LE9EL, E9ER< T+IRD COURSE BETWEEN IN�CONTINUOS  BANDS.

STAIRS AND BALUSTRADES

� STAIRS TO BE ��0PP MINIMUM WIDT+, TREADS �00PP, RISERS ��0PP WIT+

  6PP MA;. DE9IATION.

� �000PP +IG+ BALUSTRADES TO ALL STAIRS AND BALCONIES.

� MA;IMUM �000PP 9ERTICAL RISE PER FLIG+T, WINDERS W+ERE S+OWN, TO BE

  AT LEAST ��0PP WIDE, ��0PP FROM T+E NARROW END AND ANGLE BETWEEN T+E

  RISERS TO BE CONSTANT.

� MINIMUM +EADROOM TO BE ��00PP MEASURED FROM PITC+LINE.

� GLASS BALUSTRADES �IF S+OWN� TO BE SAFET< GLASS.

GLAZING �AS PER NBR PART 
N
�

� ALL PANE SIZES AND T+ICKNESS AS DESCRIBED ON WINDOW SC+EDULE.

� BAT+ROOM WINDOWS TO BE FROSTED GLASS.

� ALL GLAZING ON DOORS TO BE SAFET< GLASS.

� GLAZED AREA LESS T+AN �00PP ABO9E FFL TO BE CO9.WIT+ SAFET< GLASS.

� ALL GLAZED AREA TO COMPL< WIT+ SANS �0�.

DRAINAGE

� ��0PPѫ XP9C SOIL PIPES TO FALL �:�0

� RESEAL TRAPS TO ALL WASTE FITTINGS AND GULLE<S.

� �0PPѫ WASTE PIPES.

� DRAINAGE TO +A9E A MINIMUM IN9ERT LE9EL OF ��0PP BELOW T+E NATURAL

  GROUND LE9EL.

� REINFORCED FOUNDATIONS O9ER SOIL PIPES, W+ERE PIPES ARE LAID

  UNDERNEAT+ BUILDING.

� ALL DRAINAGE TO COMPL< WIT+ SECTION 
P
 OF NBR.

FIRE NOTE

� BUILDING TO COMPL< WIT+ SANS �0�00 
T
 : �0��
 �.�.�

� NO COMBUSTIBLE ROOF COMPONENTS S+ALL PENETRATE T+E SEPARATING ELEMENT

  DI9IDING T+E SPACE BETWEEN T+E GARAGE AND T+E +ABITABLE ROOMS.

384 Justice Mahommed Street

Sunnyside 0002

Tel: 012 751 9293  |  Cell: 073 213 8912

Email: simonmgl@yahoo.com  |  Website: wanthlaarch.co.za

WAN-006

CONSTRUCTION OF MAKUWA LIBRARY

FETAKGOMO-GREATER TUBATSE LOCAL MUNICIPALITY
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BURGERSFORT 1150


